






LET - OFF:
Draw stops can be adjusted to micro-adjust draw length from each cam’s
specified draw length, and adjust let-off from 80% on down to 65% (PCX 
cams will max out at 75% let off). Pushing the limb stops inward will result in 
decreased let-off and shorter draw length, while moving the limb stops 
outward increases let-off and draw length. To adjust them, use a 9/64” allen 
wrench, loosen 8-32” cap screw one full turn, and slide both the upper and 
lower limb stops equal amounts. Finally, retighten the 8-32” cam screws on 
both limb stops. 

WARNING! DO NOT DRAW PARALLEL CAM EQUIPPED BOWS 
WITHOUT BOTH DRAW STOPS PROPERLY INSTALLED!!!
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Always use a double pull style press, like in figures 1 and 2, 
when working on your bow.

Never use a single pull style press, like in figure 3, where 
pressure is placed on the grip only!

WARNING!!
NEVER USE A SINGLE PULL PRESS!
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FIG. 1

ALWAYS USE A DOUBLE PULL STYLE PRESS, LIKE IN FIG. 1  
AND FIG. 2, WHEN WORKING ON YOUR BOW.

FIG. 2PRESSES BOW 
IN TWO PLACES

PRESSES BOW 
IN TWO PLACES

FIG. 3 PRESSES BOW 
IN ONE PLACE

NEVER USE A SINGLE PULL STYLE PRESS, LIKE IN FIG. 3, 
WHERE PRESSURE IS PLACED ON THE GRIP ONLY.

WARNING! NEVER USE A SINGLE PULL PRESS!

FIGURE 3
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MAINTAINING YOUR BOW

PERIODICALLY CHECK YOUR STRING & CABLES:  
Always check your bow for frayed string, yokes and cables. Replace 
damaged string, yokes and/or cables immediately. Keep your PRIMETM  
strings waxed and maintained. If you replace the string, yokes, and/or 
cables make sure to only use PRIMETM replacements and proper lengths 
for best performance and reliability.
ECCENTRIC BUSHINGS/BEARINGS:
All PRIMETM  bows have self lubricating/sealed bearing systems and do not 
need to be lubricated.

I-GLIDE FLEXTM  TECHNOLOGY:
PRIMETM bows are equipped with I-Glide FlexTM  cable guard 
technology that should never wear out with normal use. Periodically check 
the condition of the cables above and below the I-Glide FlexTM  to see if any 
premature wearing/fraying has occurred. Replace I-Glide FlexTM  
immediately if damaged.

STRING YOKE SPLITTER:
All PRIMETM  bows are equipped with 
String Yoke Splitters in the bowstring. 
Make sure these are installed as 
viewed to the right.
STORAGE:
Do not store your PRIMETM bow in areas 
that are subject to excessive heat such 
as the trunk of an automobile, attic or 
garage. Excessive heat can severely 
damage the limbs, strings, cables, 
and other bow parts and is not covered 
under the manufacturer’s warranty. After use in damp or wet 
environments, dry off the bow completely before storing.

WARNING! DO NOT DRAW/FIRE A PRIMETM BOW WITHOUT 
SPLITTER PROPERLY INSTALLED!



BOW OWNER’S RECORD

FILL IN THE FOLLOWING PERSONAL BOW RECORD FOR YOUR REFERENCE.

BOW SERIAL NUMBER:

BOW MODEL:

PURCHASED FROM:

PURCHASE DATE:

DRAW LENGTH:                        DRAW WEIGHT:

STRING LENGTH:                       CABLE(S) LENGTH:

YOKE(S) LENGTH:

IMPORTANT:
SAVE YOUR SALES RECEIPT AND SERIAL NUMBER OF YOUR NEW BOW. 
THE SALES RECEIPT AND SERIAL NUMBER ARE YOUR PROOF OF DATE OF 
PURCHASE. THIS PROOF OF DATE OF PURCHASE WILL BE REQUIRED 
SHOULD YOUR BOW EVER NEED WARRANTY SERVICE.

PLEASE ATTACH YOUR SALES RECEIPT HERE FOR SAFEKEEPING.

NOTES:

G
5P

RI
M

E.
C

O
M

®

™



LIMITED LIFETIME WARRANTY
YOuR PRIME BOW IS COvEREd FROM ANY MANuFACTuRER 
dEFECTS FOR THE LIFE OF THE BOW TO THE ORIGINAL OWNER.

LIFETIME REPLACEMENT OF STRINGS/CABLES
AN INduSTRY FIRST, PRIME OWNERS ARE ELIGIBLE FOR A FREE SET OF 
STRING/CABLES EvERY TWO YEARS (FROM dATE OF REGISTRATION) FOR THE 
LIFE OF THE BOW TO THE ORIGINAL OWNER. 

WARRANTY RUSH SERVICE
ALL WARRANTY PARTS ARE TO BE SHIPPEd WITHIN 48 HOuRS ANd RECEIvE 
FREE PRIORITY SHIPPING. 

100 CYCLE ASSURANCE
FIRST OF ITS kINd - WE CYCLE EvERY PRIME BOW 100 TIMES SO STRINGS ARE 
STRETCHEd ANd SETTLEd SO THERE IS NO RETuNING AFTER YOu GET THE BOW.

SIX MONTH TUNE UP (uNITEd STATES ONLY)
TO ENSuRE YOu’RE REAdY FOR THE FIELd, RECEIvE A FREE TuNE uP AT YOuR 
LOCAL PRIME dEALER WITHIN SIX MONTHS OF THE PuRCHASE OF YOuR BOW. 

PRIME SHIELD 
PROGRAM

THIS WARRANTY IS VOID IF:  
The PRIMETM bow is purchased from an unauthorized PRIMETM dealer
The PRIMETM bow is purchased via the Internet 
There is damage caused by abuse, mishandling, dry-firing, alteration or 
modification to the original product. All cables, strings, bearings and rubber 
parts on the PRIMETM  bow are not covered under the PRIMETM Shield warranty.  
This warranty is only valid to the original owner of the bow and is not transferable.  

SERVICING YOUR PRIMETM BOW:
If you need repairs or have warranty issues with any PRIMETM bow, we ask you go through an 
authorized PRIMETM retail dealer.  The store’s service technician will be able to coordinate 
any replacement or warranty parts with PRIMETM. 

Register your PRIMETM bow online at www.G5Prime.com

PRIME 
34775 Potter St. Memphis, MI 48041
Toll Free 866.456.8836
Fax 810.392.2181

www.G5PRIME.com
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